
O-Ring 3081, Gasket
O-Ring 3081, Guarnizione

Engine oil cap Body
Tappo olio motore Corpo

Insert
Inserto

Bolt  ISO 4762  M4x10, cilindrical head
Vite ISO 4762 M4x10, testa cilindrica

ISTRUZIONI PER IL MONTAGGIO
Assembly Instructions

Tappo Olio Motore TMax by

Engine Oil Cap by 
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MONTAGGIO RISERVATO
AL PERSONALE QUALIFICATO

Assembly Reserved to Staff
Qualified

Rimuovere il tappo dell’olio originale.

Remove the original Oil Cap. 
 

Avvitare il tappo dell’olio Reckless.
Controllare sempre che la guarnizione o-ring 
sia posizionata correttamente nella sua sede.

Place and screw the Reckless Engine Oil Cap.
Make sure to insert the O-ring Gasket on its 
place before installing.
 

Compatibilità modelli: tutti i modelli di TMAX dal 2008 al 2019
Models compatibility: all models of TMAX from 2008 to 2019

Tutti componenti inclusi*
All components included*

ATTENZIONE: Accertarsi che il dispositivo sia conforme al COS del paes di utilizzo, In caso contrario utilizzare il dispositivo in aree private o chiuse al traffico
WARNING: Make sure the device meets the local rules or regulations of the region, If this is not the case  the product should only be used in private or closed to traffic areas.  



Garanzia Reckless
 Reckless Warranty
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